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PS-101 Calibration 
 
Hereby the procedure of calibration: 
 
 1..Shut off the scale, press KG/LB, TARE/HOLD and ON together(press KG/LB, 
  TARE/HOLD first, then press ON) for 2-3 seconds, it will show "CAL", then use 
  KG/LB key to choose the calibration way( "C 150" means calibrate with a 150lb 
  weight, "C 60" means calibrate with a 60kg weight). 
 
 2..After you choose the calibration way, it will show the zero count(pls don't mind 
   this count) and press TARE/HOLD to make the scale show ZERO. 
 
 3..Put the correct weight you chose in step 1( for example: if you choose "C 60", pls 
   put a 60kg weight on the scale), then it will show a count(pls don't mind this      
   count), after all these have finished press the TARE/HOLD key. 
 
 4..It will show "C 60"(if you choose "C 60" in step 1), that means you calibrate the 
   scale with a 60kg weight. 
 
 5..When all the 4 steps are finished it will show " END ", it means you have finished 
   the calibration procedures. 
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This is a “Table of Contents preview” for quality assurance 

The full manual can be found at http://the-checkout-tech.com/estore/catalog/ 

 

We also offer free downloads, a free keyboard layout designer, cable diagrams, free help and 
support. 

http://the-checkout-tech.com : the biggest supplier of cash register and scale manuals on the net 
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