
Calibration   SW & 3DW: 
When the indicator is off, press and hold the UNIT key and ON/OFF key at 
the same time for 8~10 sec, and the display will show Cal 0, then release 
both keys.  
 
C3 = 3 range calibration 
  

a. First display shows (Cal 0) : do not put any load on the platform the 
indicator will find the zero range then move to next step. 

b. Then display shows (Cal 1) : place the standard weights which is 
equal to 1/3 weight of the Max. capacity (ex. Max. capacity is 6 kg, 
then place 2kgs’ standard weights to calibrate).  

c. Then display shows (Cal 2) : place the standard weights which is equal 
to 2/3 weight of the Max. capacity (ex. Max. capacity is 6 kg, then 
place 4kgs’ standard weights to calibrate).  

d. Then display shows (Cal 3) : place the standard weights which is 
equal to Max. capacity (ex. Max. capacity is 6 kg, then place 6kgs’ 
standard weights to calibrate) 

 
After the calibration is done, the indicator will return to weighing mode. 
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This is a “Table of Contents preview” for quality assurance 

The full manual can be found at http://the-checkout-tech.com/estore/catalog/ 

 

We also offer free downloads, a free keyboard layout designer, cable diagrams, free help and 
support. 

http://the-checkout-tech.com : the biggest supplier of cash register and scale manuals on the net 
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