
 
HE-15 SERIES CALIBRATION 

 
1. Start to calibration:  
Open the battery cover, find the PCB board, press “TEST”, turn on the scale, then the calibration 
starts: 
(1) The calibration is divided into 3 subsections: 40kg, 80kg and 120kg. 
(2) Press “ TEST” for a while, then release, the LCD will display “CAL” , about two seconds 

later, it display 0.01; then about the one second later, it comes into the first subsection 

automatically, first, put 40kg poise, if the shown value is more than 30KG, said 36.0kg, after 
the display comes stable, then one second later, the first subsection is automatically done, 
and go to the second subsection after the LCD displays “ 40.0kg” shortly. Put another 40kg 
poise, that the scale will show a value, after the display comes stable, then one second later, 
the second subsection is automatically done, and the LCD will display “ 80.0kg” shortly. The 
third subsection will be done by the same way. 

(3) After the 3 subsections, the calibration is finished. 
 
2. Test: 
Turn on the scale, and add the poise of 40kg, 80kg, 120kg and 150kg to check the weight, at each 
subsection, if the tolerance is within +/- 0.3kg,  that the calibration is OK. If it is out of the 
tolerance, re-calibrate the scale again. 
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This is a “Table of Contents preview” for quality assurance 

The full manual can be found at http://the-checkout-tech.com/estore/catalog/ 

 

We also offer free downloads, a free keyboard layout designer, cable diagrams, free help and 
support. 

http://the-checkout-tech.com : the biggest supplier of cash register and scale manuals on the net 

http://the-checkout-tech.com/estore/catalog/�
http://the-checkout-tech.com/�



