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1、 Summary  
The JWI-586/JPS/JS series is a multi-function weighing indicator that offer flexibility 
together with good features! Ideal weighing indicator for clients that want 
stability ,good quality together with a competitive cost .  
 

2、 INTRODUCTION: 
Thank you for your purchase of this high precision electronic weighing indicator / 

scale of our company. The main features of the Weighing Indicator / scale is :- 
1. The microprocessor in this indicator features 

A: Automatic zero point tracking function. 
B: Selection of the ON/OFF of the zero tracking 
C: Selection of the baud rate of the RS232 interface  
D: The beep(alarm) function can be activated when the weighing reach the HI –LO limits .Multiple 

choices for checking functions .  
E: Tare function 
F: Pre-tare function 
G: Automatic tare function 
H: The weight accumulation function 

2. Easy operating and water-resistant membrane keypad  
3. Easy to read backlight HTN- LCD display. 
4. Simple counting function is applicable. 
5. Tare range is unlimited. 
6. Bi-direction RS-232 signal output are applicable. 
7. AC power or rechargeable battery is applicable. The battery’s checking system can 

check automatically whether or not the battery is recharged.   
8. Fast, stable and accurate display reading with simple operation. 
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The full manual can be purchased from our store:
https://the-checkout-tech.com/manuals/jadever/JWI-586 and JPS and JS series user manual.html

And our free Online Keysheet maker:
https://the-checkout-tech.com/Cash-Register-Keysheet-Creator/
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