Sartorius YDOO02C installation Manual

sartorius

Installation Instructions | Installationsanleitung | Notice d'installation
Istruzioni per I'installazione | Instrucciones de instalacion

Sartorius Combics, Sighum

YD002C-232, YDOO.SW-232 (Option A1)
YD002C-485, YDOO.SW-485/422 (Option A3 | A2)
YD002C-AO, YDOO0.SW-AO (Option A9)
YDOO02C-ETH, YDOO.SW-ETH (Option B9)
YD002C-DIO, YDOO.SW-DIO (Option A5)
YD0OO02C-DP, YDOO.SW-DP (Option B1)

Data Output Port for Combics | Signum UniCOM Interface
Datenausgang fiir Combics | Signum-Schnittstelle UniCOM
Port de sortie pour interface Combics | Signum UniCOM
Porta in uscita per interfaccia Combics | Signum UniCOM
Puerto de salida para interfaz UniCOM de Combics | Signum

(IR 98647-004-24



English - page 3
In cases involving questions of interpretation, the German-language version shall prevail.

Deutsch - Seite 31
Im Auslegungsfall ist die deutsche Sprache maBgeblich.

Francais - page 59
En cas de questions concernant l'interprétation, 1a version en langue allemande fera autorité.

Italiano - pagina 87
In caso di interpretazione dubbia, fa testo la versione in lingua tedesca.

Espaiiol - pagina 115
En caso de interpretacién, la version en lengua alemana serd determinante.



Contents

Contents..................... 3
Intended Use.................. 4

Combics YDOO2C-...:

Installing in the Indicator . .. ... .. 5
Signum: Installing in the Scale . ... 8
Installing the UniCOM Board .. .... 9
Installing the Ethernet Board . .. . .. 10
Installing the Profibus Board .. .... 11
Configuring the Modules . ....... 12
YDOO...-485/422 .. ............. 12
YDOO..-AO ..o 13
YDOO...-ETH . ...t 13
YDOO..-DP ... 14
YDOO...-D10, Option A5:

Specifications. ... .............. 15
Pin Assignment Chart . ... ....... 16
Combics UniCOM-1P65K. ... ... .. 16
Painted Combics “1P44”/

Signum Models with UniCOM. . . . .. 17
DSUB9 Port (Profibus) ........... 18
PS/2Port. . oo 18
Signum:

Stainless Steel /IP65 Models . . . . ... 19
Configuration .. ............... 20
Combics 1+2....... .. ... 20
Combics3 ... 23
Signum ... 27
Profibus/Ethernet Interface:
Initialization. . . ........ ... ..., 30

Ethernet Interface: Features. ... ... 30

Symbols
The following symbols are used in
these instructions:

@ Indicates steps you must perform

Indicates steps you must perform
only under certain conditions

>  Describes what happens after you

have performed a particular step

A]ndicates a hazard
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