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1. SPECIFICATIONS
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This is a “Table of Contents preview” for quality assurance

The full manual can be found at http://the-checkout-tech.com/estore/catalog/

We also offer free downloads, a free keyboard layout designer, cable diagrams, free help and
support.

http://the-checkout-tech.com : the biggest supplier of cash register and scale manuals on the net
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	Model
	PRW
	Resolution
	1/30,000
	Indicator housing
	ABS Plastic+ SST pan
	Pan size
	320mmx360mm
	Capacities
	15-60kg
	Stabilisation Time
	1 Seconds typical
	Operating Temperature
	0°C ~ +40°C / 32°F - 104°F
	Power supply (external)
	AC Adaptor (12V/500mA) /
	 Ni-MH battery (1.2V/2000mAh x 6) 
	Calibration
	Automatic External
	Display
	6 digits 22mm LCD display, attached backlight
	Interface
	RS-232 Output Optional
	Zero range
	0mV~5mV
	Signal input range
	0~15mV
	ADC
	Sigma delta
	ADC update
	Max 60 times /second
	Load cell drive voltage
	Max 5V/150mA
	Check mode 3: When the weight is out of the limits
	                                sounded and OK wil
	5.6. Enter to Menu
	In the weighing mode,  press  and   together.  
	Display will be appear 
	Accumulation function enable



