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1. Connect indicator to the signal source and power on the indicator. It will enter weighing 
mode after self-inspection.（It is better to calibration after the 15-30 minutes when turn on the 
indicator to warm up）。 

2. Adjust the calibration switch to calibration position, and calibrate as following instruction. 

Step Operation Display Note 

1 

Press 【 Quantity 】
button and 
meanwhile press 
【·value】button 

[ PASS  ] 
[ 000000] 
[       ] 

Enter calibration mode, remind user input calibration 
password。 

2 

Input the calibration 
password with 
number button and 
press【Quantity】
button to confirm. 

[ PASS  ] 
[ 319024] 
[       ] 

Input calibration password：319024 

3 

press【2】 

press【Quantity】 

[ E     ] 
[      2] 
[       ] 

Set division： 
Input parameter:1,2,5,10,20,50,100,200.     If do 
not need change press【Quantity】button to enter next 
step。 
For example：2。 

4 
press【2】 

press【Quantity】 

[ POS   ] 
[      2] 
[       ] 

Set decimal digits:  
Input parameter：0、1、2、3、4. 
For example：2。 
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This is a “Table of Contents preview” for quality assurance 

The full manual can be found at http://the-checkout-tech.com/estore/catalog/ 

 

We also offer free downloads, a free keyboard layout designer, cable diagrams, free help and 
support. 

http://the-checkout-tech.com : the biggest supplier of cash register and scale manuals on the net 
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